
★メインタイトル→ 
お客さまにわかりやすい一般用語で表記 

商品ロゴを使用することも可 

サブタイトル→ 
商品の内容や属性を表す一般名称 

（メインタイトルが一般名称の場合、商品名でも可） 

リーフレット種別→ 
○○シリーズカタログ   

○○シリーズカタログ ２００９年7月 
など 

 

ビジュアルエリア→ 
ビジュアルにはプレゼンテーションツールの 

イメージフォトも利用可 
http://www.adv2.ho.nec.co.jp/ud-brand/ja/brand/presentation/imagephoto/index.html 

ビジュアルがないパターンも可 

ExpEther 
 
 
 

World 1st epoch-making technology “High speed/low 

latency”, ”Free configuration”, ”Scale up”(Proprietary) 

ExpEther is the technology to extend PCIExpress bus 

over Ethernet 

Inside computer 

ＣＰＵ 

chipset 

memory 

ＩＯ devices 
（HDD, graphics, etc） 

PCI Express bus 

ＥｘｐＥｔｈｅｒ engine 
（new developed LSI） 

ExpEther engine 
（new developed LSI） 

PCI  Express bus 

Enable to add computer resources over Ethernet  

as if single computer 

Ｅｔｈｅｒｎｅｔ 

ExpEther product line up 

ExpEther terminal ExpEther board(2G) ExpEther I/O expansion unit(2G) 

・1000BASE-T×2 

・DVIx1,HDMI×1 

・USB3.0x1,2.0×3 

・headphone port×1 

・microphone port×1 

・1000BASE-T×2 

・PCI Express(×1) 

・support for Low 

Profile 

・1000BASE-T×2 

・PCI Express(×16)×1 

  loadable 

ExpEther access terminal 

ExpEther loading board 

for server/workstation 

ExpEther access terminal with 

various devices such as graphic  

board 

Ｉ/Ｏ devices 
・HDD 
・GPU 
・USB 
・others 

High speed/  

low latency 

Configuration 

free 

softless 

Scale up 

Zero data loss 

Dynamic 

connection 

PCI Express computer enhancing technology 



←カタログ番号 
発行時期・部数・版数などの管理が必要な場合、
簡易リーフレット作成部門独自の運用方法を用い
適宜記載 
例）２００９年７月１０００部第１版 

 
簡易リーフレット・裏面 
 
 
※★の項目は記載必須要素 
※プライマリーカラーの２色以上 
   の同時使用は不可 
 

注釈、注意事項など→ 
簡易リーフレットに掲載する内容によって 

必要となる製品に対する注釈や、 
その他注意事項など、必要に応じて記載 

★トップライン・アンダーライン→ 
コンテンツエリアやお問い合わせエリアの 

情報量により可変 

NEC Co.  7-1, Shiba 5-chome. Minato-ku, Tokyo  Japan 108-8001 

Customer contact 

←表面のメインタイトルと同様内容を掲載 

Connection image  

ＥｘｐＥｔｈｅｒ board computer 

Multiple board 
connectable 

ＥｘｐＥｔｈｅｒ 

ExpEther  
I/O expansion unit 

add 

Multiple units 
connectable 

ＥｘｐＥｔｈｅｒ 

事実上、無制限の拡張性 
（但しコンピュータ自身の仕様制約は受ける） 

ExpEther
client 

display 

keyboa
rd mouse ＵＳＢ 

Sound 
I/O display 

Second display 

ExpEther board 

Configuration 
free 

Scale up 

Dividable set environment 

issue 
need to set computers under bad environment 

Production line Outside display 

Enclosed room 

ＥｘｐＥｔｈｅｒ 
terminal 

Less need to 
maintain the 
computers at 
fields 

Scale up computer 

issue 
need to load high spec GPU board, but the 
space in computers is limited. 

GPU box 

Enable to use 
GPU 
computing 
power over 
Ethernet 

ExpEther  

I/O devices 

A lot connections over Ethernet 
（but computer spec itself has the connection constraints） 

Over Ethernet 

high speed/low latency 

Use case 

ExpEther solution 

Outside 

ExpEther solution 

contact-e2@aws.jp.nec.com 

A lot connections over Ethernet 
（but computer spec itself has the connection constraints） 


